On-Line UPS
Pluslil-15KL-31

3:1 Phase; High Frequency Design

Pluslll-20KL-31

FEATURES:
» Microprocessor control guarantees high
reliabiliy.

» Extended back-up time with exteral
battery bank

» Unite input power factor and wide input
range.
» True sinewave double conversion on-line
UPS,
» DC start and automatic self-diagnostic
ction.

fun

» RS-232 communication port and built-in
SNMP slot.

» High efficiency design to save electricity.

> Low heat dissipation in long time
operation.

» Designed to operate under harsh
environmen!

» Enhanced protections against lightning
surges, disturbances,etc.
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FRONT PANEL:

1.LCD: UPS status, 1P & OP Votage, Frequ
2. Fault LED Indicator

Load %, Battery %, Tomp.
37, Load % & Battry % Indicators

8. Power Off 9. Power On / Alam Silence / UPS Test

10, Solect/ Light Koy
12.Inverte Indiator

11.0n Battory Indicator
13, Bypass Indator
14. Uty Power Indcator

REAR PANEL.:

Codling Fan
Inteligent Siot
Terminal For Input and Output &
External Battery Connector

n Interface Port

aintenance Bypass Switch

Battery Bank

On-Line UPS
SPECIFICATIONS:
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15KVA 1 10.5KW 20KVA/ 14KW.

Phase

Frequency Range
Power Factor
Acceptable Voltage

3PAWG
50Hz or 60Hz (auto sensing)

304~478Vac +/-3% (220/380Vac. 230/400Vac, 240/415Vac)

Phase

Voltage

Voltage Regulation
Frequency
Frequency(Battery Mode)
Overload Capacity

1P2W+G or 1P3W+G(with ISO Transformer)
220/230/240Vac or 110/220Vac;115/230Vac; 120/240Vac
+1- 1%(+/-2% with ISO Transformer)
50Hz or 60Hz
50Hz or 60Hz +/- 0.05 Hz
105% ~ 130% for 1 min.>130% for 1s

Crest Ratio
Harmonic Distortion 52% THD (Linear Load) or 56% THD (Non-Linear Load)
Output Waveform Pure Sinewave

To AC Mode 88%

To Battery Mode 88%

Battery

Battery Type
Numbers of Batteries
Back-up (Full load)
Recharge Time

Depending on the capacity of external batteries.
Depending on the capacity of external batteries.
Depending on the capacity of external batteries.
Depending on the capacity of external batteries.

Transfer time

Charging Current (Max.) 42
Voltage 240v.
AC to DC or Inverter to Bypass Zero

[ Transfer time |
Display

LED

(Yellow) Load%
(5 LED) Battery%(5 LED),Fau't (Red)

Dimension

LcD UPS Status,/P & OP Voltage & Frequency,Load %,Battery % Temp.
Battery Mode ‘Sounding every 4 seconds

Low Battery Sounding every second

Overioad Sounding twice every second

Fault Continuously Sounding

UPS Case(D*W'H) 570°260°717mm

Battery Bank(D*W*H) 695'260°717mm

Main UPS (Net) s5kgs

Battery Bank

Depending on the battery quantity

Operating Temperature
Acoustic Noise

0~40°C (32°F ~104°F)
<6008 at 1 meter

Smart RS-232

SNMP Slot

Windows 98/NT/2000/XP/2003/MENista,Linux, Sun Solaris, IBM Aix,
Compaq Trues4, SGI IRIX, FreeBSD, HP-UX, and MAC

Power management from SNMP manager and Web browser (SNMP Optional)

DESIGN,

MANUFACTURE,
SERVICES

1SO 9001-2000

1 year




