Line Interactive UPS

Digital LCD + Wi

EM LCD-600A/800A e Input Voltage Range

EM LCD-600AU/800AU

FEATURES:

» Line Interactive design.

» Microprocessor control guarantees high
reliability.

» Equipped with 2-Step Boost and 1-Step
Buck AVR to stabilize input voltage.

FRONT PANEL:

® W

1.UPS Status.
2. Display of input , output votage & frequncy.
3. Battery capacly (Graph & %).

4. Load lovel (Graph & %).

» Builtn DC start function enables UPS to
be started up without AC power supplied.

» Auto restart when AC recovery.

» Easy replaceable battery design.

» Provide Modem / Phone line surge
protection.

» Energy saving function (UPS green 1100 Easy replaceable battery design.
mode)
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REAR PANEL:

» 50 or 60 Hz frequency auto sensing.

» Provide lightning, surge, short circuit and
overload protection.

» Builtin CCCV battery charger and
battery auto test

» Smart RS-232 communication port with
free download software from the internet.

» Full function LCD display.

4.Tel Modem Spike Protection Port
5. Communication Interface Port
6. Surge Protection Only

Line Interactive UPS
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Capacity

Battery

EM LCD-600A EM LCD-800A
EM LCD-600AU EM LCD-800AU

600VA360W 800VA/480W
Voltage 110/115/120Vac or 2201230/240Vac
Voltage Range 80Vac~145Vac or 160Vac ~290Vac (-30%,+25%)
Frequency 47Hz~63Hz (auto sensing)
Voltage Regulation (Batt. Mode) 110/115/120Vac or 220/230/240Vac +-8%
Frequency 50Hzor 60Hz +/-1Hz
Waveform Simulated Sinewave
Transfer Tim <6ms (typical)
Outles:IEC-320 / NEMA 5-15R 32 | 6/4
Battery Type 12VITAH"1PC | 12VI9AH"1PC
Back-up Time 5-30 minutes, depending on the load condition
Recharge Time 5 hours to 90% after complete discharge
Lcp Digtal LCD display (Muli Data)
‘Alarm Buzzer on for Back-up mode,Battery low,Overioad

Output Short Protection
Communication Port

Modem / Phone Protection
Lightning / Surge Protection
AVR (Auto. Violtage Regulation)
DC Start Function

Auto. Restart UPS

Over / Under Voltage Protection

AC fuse and electronic circuit(Line mode):electronic circuit (Back-up mode)
‘Shutdown software for Windows 95/98/NT/2000/ME/XP/Vista
RU-11
320 Joules
2-step Boost/ 1-step Buck

Battery Back-up

‘Sounding every 6 seconds.

Batery Low Sounding every 0.3 seconds

Overload >120% loads, Continuously beeping sound

Overload >120% loads, Continuously beeping sound

Short Circuit UPS automatic shutdown if output short at 1 second

Batt. Low Cut off No batery drain afer cut off
Dimension(D*W*H) 290°95°170 mm

Net Weight 6.5kgs 7.54gs
Operating Temperature 32/C-104C at full load, 0-90% relatve humidity (non-condensing)
Audible Noise <40dBA at 1 meter

Smart RS-232 or USB

‘Shutdown software for Windows 95/98/NT/2000/XP/Me/Vista,Novell and Linux

1SO 9001-2000

Warranty

1 year




